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NOTES:

1. COORDINATE SHUT—DOWNS WITHIN EXISTING ELECTRICAL DISTRIBUTION SYSTEM WITH
BUILDING MANAGEMENT AND TENANTS PRIOR STARTING ANY REMOVALS OR RELOCATIONS.

2. TYPED PANEL DIRECTORIES SHALL BE FURNISHED TO CONFORM WITH COMPLETED WORK.

3. ACCOMODATE CONNECTIONS WITHIN EXISTING SERVICE ENTRANCE BOX. ELECTRICAL
CONTRACTOR SHALL PROVIDE DETAIL (IF ANY), TO ENGINEER'S APPROVAL. ELECTRICAL
CONTRACTOR SHALL PREPARE THE ALTERATION OF THIS ELECTRICAL INSTALLATION FOR
SUBMITTAL TO ADVISORY BOARD AS/IF REQUIRED.

4. ELECTRICAL CONTRACTOR SHALL PROVIDE DETAIL OF SPLICING OF NEW WIRING INSIDE
THE TROUGH OR PROVIDE DETAIL OF COPPER BUSES INSTALLATION FOR ENGINEER'S

APPROVAL.

PANEL NO.: PP—C-72 MOUNTING FLUSH 3 PHASE 4 WIRE
24 POLES 150A MCB 120/208 VOLTS
BRANCH CIRCUITS BRANCH CIRCUITS
CKT. CKT.
O | BRKR. S | BRKR.
o m_ wm\__wm LOAD AND LOCATION c m — LOAD AND LOCATION
olg S [2] AMPs
113] 100 ACC—1 22| 30 AC-C-1, 2, 3, 4
3l - - 41— - -
511 - - 62| 20 AC-1-1, 2
713] 20 PUMP VSP 8l-| - -
al-| - - 10]2| 20 HC LIFT
M"M-1 - - 121-1 - -
13[2] 20 AC—M—1 14]1] 20 DOOR OPENER
15]-] - - 16]3] 20 SPARE
17[2] 20 SPARE 18]-| - -
19— - - 20[-| - -
21121 20 SPARE 22121 20 SPARE
2317 - - 24| - -

PANEL NO.: LP-C-72 MOUNTING FLUSH 3 PHASE 4 WIRE
30 POLES 50A MCB 120/208 VOLTS
BRANCH CIRCUITS BRANCH CIRCUITS
CKT. CKT.
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1|1] 20 EMERGENCY LT'S & EXIT SIGN 2 |1] 20 PREFAB ROOM 011, 012

3 HALL 027 4 PREFAB ROOM 009, 010

5 PREFAB ROOM’S 009, 010, 011, 012] | 6 PREFAB ROOM 007, 008

7 PREFAB ROOM’S 005, 006, 007, 008| | 8 PREFAB ROOM 005, 006

9 CLASS ROOM 002 10 HALL 027
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19 CLASS ROOM 100A 20 _

21 - 22 -~

23 - 24 SPARE

25 SPARE 26

27 28

29 30

ER

EL

SYMBOL LIST

WIRING IN CONDUIT CONCEALED IN HUNG CEILING OR WALLS 3/4" SIZE
U.O.N.

HOMERUN TO PANEL. ARROWS DENOTE NUMBER OF SINGLE PHASE
CIRCUITS.

Note: Tiks denote number of wires if more than two. All wires
are #12 AWG, U.O.N.

EXISTING WIRING IN CONDUIT OR EQUIPMENT TO REMAIN.

EXISTING WIRING IN CONDUIT OR EQUIPMENT TO BE REMOVED.

EXISTING WIRING IN CONDUIT OR EQUIPMENT TO BE RELOCATED.

JUNCTION BOX WALL OR CEILING FLUSH MOUNTED.
Note: 2= Number of compartments

E PANEL BOARD FLUSH OR SURFACE MOUNTED.

|

3P/100,/70/1

H

3P/100/50/1

=

SINGLE POLE TOGGLE SWITCH
2 = Double pole
3 = Three—way
T= Thermooverload

METER
Note: Type to be coordinated with Con Edison requirements.

DISCONNECT SWITCH

3P = Number of poles
100 = Switch Size

70 = Fuse Size

1 = NEMA Type Enclosure

CIRCUIT BREAKER

3P = Number of poles
100 = Frame Size

50 = Trip Size

1 = NEMA Enclosure

COMBINATION DISCONNECT SWITCH — MOTOR CONTROLLER STARTER
0 = NEMA Starter Size

ERRXXRXXXXXXXXXX

52505260505252606052268%88 WIRING TROUGH — SIZED AS REQUIRED

X

SFD

LIGHTING FIXTURE.

Notes: Shaded portion designates emergency battery—ballast within the fixture.
Refer for lighting fixture type to architectural drawings.

SMOKE FIRE DAMPER — FURNISHED AND INSTALLED BY OTHERS.
Note:  Damper energized with 120V derived from the starter
of associated fan. Provide 24#12-3/4"C from starter to damper.

MOTORIZED DAMPER — FURNISHED AND INSTALLED BY OTHERS.

Note: Damper energized with 120V derived from the starter
of associated fan. Provide 2#12-3/4"C from starter to damper.

TELECOMMUNICATION OUTLET FLUSH WALL MOUNTED WITH 2 MODULAR FEMALE CONNECTORS IN
2 GANG BOX WITH 3/4" E.C. STUBBED UP 6" ABOVE CEILING.

Note: 1. Run 3/4" E.C. from each outlet to Telephone Terminal Board.
2. Install drag wire per each outlet.

DOUBLE DUPLEX RECEPTACLE 20 A, 125 V FLUSH WALL MOUNTED IN 2 GANG BOX, NEMA 5-20R

DUPLEX RECEPTACLE 20 A, 125 V IN 1 GANG BOX, NEMA 5-20R.
"DECORA” (WHITE) FOR INTERIOR OUTLETS. GFI IN BRUSH ALUMINUM
HOUSING FOR EXTERIOR WP.

WP=Waterproof enclosure

GFI=Ground Fault Interrupting Type

SP=Surge Protection Type

MOTOR

3 = Horsepower

"THIS PLAN IS APPROVED FOR WORK INDICATED ON THE APPLICATION SPECIFICATION SHEET.
ALL OTHER MATTERS SHOWN ARE NOT TO BE RELIED UPON, OR TO BE CONSIDERED AS EITHER
BEING APPROVED OR IN ACCORDANCE WITH APPLICABLE CODES.”
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